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• �To remove the headrail, push 
up on the tail of each 
mounting clip to release the 
headrail from the brackets. 
(See “Outside Mount” or 
“Inside Mount”)

• �To remove the sheer, unsnap all the snaps and take the 
vanes carefully out of the folds in the fabric and off the string 
connector at the bottom.

• �To remove the vanes, push the vane up to release the carrier 
clip and gently pull the vane toward you.

• �Position the Tension Pulley bracket against the wall or 
window frame.

• �Use 2 screws through the holes in the Tension Pulley bracket 
to mount it.

• �Insert the tension pulley into the bracket and push the pin 
through the bracket and tension pulley to secure it into place.

• To rotate the vanes, pull down on the nylon tilt chain.

• �To traverse the vanes across the headrail, make sure the vanes 
are tilted to the open position and then pull the draw cord.

• �Position the Tension Pulley against 
the wall or window frame.

• �Use 1 screw through the hole 
in the tension pulley to secure 
it into place.

Option 1 Option 2Option 1 & 2

WARNING: Traversing the vanes in the closed position 
may cause them to overlap incorrectly. Attempting to 
rotate vanes that are not overlapped properly will cause 
damage to your blind. If the nylon tilt chain does not 
rotate easily, check each vane to make sure they are all 
overlapped in the same direction.

For option 1 or option 2:

For option 3:

Option 3

SHEER VERTICAL OPERATION

SHEER VERTICAL REMOVAL

It is important to ensure all vanes are seated properly in their 
respective drapery pockets and locked securely into the 
carrier clips on the headrail. You can check this by ensuring 
the drapery pockets are all at the same height and the bottom 
of the drapery is parallel with the floor or sill. Test to make 
sure the vanes rotate, close and draw correctly. If not, refer to 
the section “Vane Installation” to ensure the vanes have been  
installed correctly.

Minor wrinkles in the Sheer Drapery should hang out over the 
next 1 to 2 days. For persistent wrinkles, a professional hand 
steamer may be used:

• �Be careful not to hold the steamer too close to the blind as it 
may warp the vanes.

• �Steam should be applied onto the front and back of the sheer 
to softly smooth out wrinkles.

FINAL INSPECTION

TENSION PULLY INSTALLATION

The Consumer Product Safety Commission (CPSC) requires 
the use of a Tension Pulley on all loop cord systems. The use 
of such a device is intended to significantly reduce the 
occurrence of infant or small child strangulation injuries or 
death resulting from the looped pull cords on various window 
treatment products.

The Tension Pulley is installed on the draw cord at the factory.

The Tension Pulley should be mounted in the proper position 
to pull the cord taut in order to reduce the possibility of injury, 
but do not apply to much tension to the cord or your blind will 
not operate properly.
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vanes

sheer drapery

Clean using a damp white cloth and mild soap. Rub a dryer sheet 
along both sides of each vane to help reduce static electricity.

The sheer drapery can be feather dusted or vacuumed at a low 
suction setting to remove dust.

The sheer drapery can also be removed from the vanes and 
washed following these simple instructions:

Set the washing machine to the gentle cycle and place the sheer 
drapery inside.  Using warm water and mild laundry detergent, 
wash the sheer. 

Immediately following the spin cycle, remove the sheer while it 
is still damp and re-install it on the vanes until dry. Place some 
towels under the vanes to prevent flooring from becoming wet.

DO NOT machine dry or iron the sheer fabric. Steaming will 
effectively remove any wrinkles. (See “Final Inspection”).

CARE & CLEANING
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Young children can strangle in in cord and bead chain loops. 
They can also wrap cords around their necks and STRANGLE.

•	Always keep cords and bead chains out of children’s reach.

•	Move cribs, playpens, and other furniture away from cords 
	 and bead chains. Children can climb furniture to get to cords.

•	Attach tension device to wall or floor. This can prevent  
	 children from pulling cords and bead chains around their necks.

         WARNING


